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DESIGN CONTROLS & OBJECTIVES FOR SO. END 
GOV DOC RESIDENTIAL REHABILITATION 
‘ 
BRA In the successful rehabilitation of the South End Row House 


every effort must be made to retain the character of the 
original building. Added elements inconsistent with the 
original architecture should be removed and new alterations 
or additions must respect the original architectural style 
and preserve the scale and rhythm of the street. 
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S The following items refer to conditions commonly encountered 
in the rehabilitation of buildings in the South End. 

\ Alternative treatments consistent with the general aims 

Q) expressed above, however, may be approved by the Authority. 

» All drawings and specifications for the rehabilitation of 

~ these buildings will be submitted to the Rehabilitation Design 

AN Department for their approval in writing prior to 


construction. 


1. New brickwork should be laid up with narrow joints and 
dark mortar. When patching existing brickwork, the 
new work should match the existing in color, size, and 
bond. Exterior brickwork may not be painted or 
covered in any way. 


2. Whenever possible, slate roofing where visible from the 
street should be retained. If it must be replaced, the 
| new material should resemble as closely as possible 
slate in color and texture. 


3. Stone sills and lintels will be carefully patched with 
exactly matching cement. 


4, Ornamental cornices and dentils will be retained and 
restored. 


5. Exterior front stairs will be ~etained. New railings, 
gates, and fencing must respect the scale and spirit 
of the original architecture. Chain link fencing, light 
guage wrought iron and plain pipe railing will not be 
permitted at street front. 


6. The use of aluminum entrance and storm doors is not 


encouraged. If used, the aluminum shall be factory 
anodized black or dark bronze. 
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Digitized by the Internet Archive 
in 2010 with funding from 
Boston Public Library 


https://archive.org/details/designcontrolsob00bost 
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New sashes should be of double-hung type with "one= 
over-one" or "two-over-two" panes. The colonial multi- 
pane window is inappropriate to the style of these 
Victorian houses. ‘ 


Metal sash and storm sash should be factory coated 
topmateh trim colors. 


Shutters, where appropriate, should respect the existing 
windows in size and placement. 


New dormers should face the rear where possible and 
in all cases be carefully related to the other windows 
in the building in proportion and position. 


Gutters, downspouts, and leaders in light or 
shiny finishes will not be permitted. 


Color samples of all exterior paints will be 
submitted to the Rehabilitation Design Department 
for approval. 
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